The purpose of this study was to synthesize a self-setting bioactive cement by incorporation of wollastonite nanofibers (WNFs) into calcium phosphate cement (CPC). The composition, morphology, setting time, compressive strength, hydrophilicity, and degradation of WNF-doped CPC (wnf-CPC) were investigated. Scanning electron microscopy, Fourier transform infrared spectroscopy, X-ray diffraction, and inductively coupled plasma atomic emission spectroscopy were utilized. Additionally, methyl-thiazolyl-tetrazolium bromide assay, scanning electron microscopy, inductively coupled plasma atomic emission spectroscopy, and histological evaluation were used to study the cell and tissue responses to wnf-CPC, both in vitro and in vivo. The results confirmed that the addition of WNFs into CPC had no obvious effect on the setting time or the compressive strength of wnf-CPC, provided the WNF amount was not more than 10 wt%. However, the hydrophilicity and degradability of wnf-CPC were significantly improved by the addition of WNFs -this was because of the change of microstructure caused by the WNFs. The preferred dissolution of WNFs caused the formation of microporosity in wnf-CPC when soaked in tris hydrochloride solution. The microporosity enlarged the surface area of the wnf-CPC and so promoted degradation of the wnf-CPC when in contact with liquid. In addition, MG-63 cell attachment and proliferation on the wnf-CPC were superior to that on the CPC, indicating that incorporation of WNFs into CPC improved the biological properties for wnf-CPC. Following the implantation of wnf-CPC into bone defects of rabbits, histological evaluation showed that wnf-CPC enhanced the efficiency of new bone formation in comparison with CPC, indicating excellent biocompatibility and osteogenesis of wnf-CPC. In conclusion, wnf-CPC exhibited promising prospects in bone regeneration.
Introduction
Calcium (Ca) phosphate cements (CPCs) have excellent biocompatibility and osteoconductivity; because of this, CPCs have been widely studied as bone regeneration materials. 1 A typical CPC composed of the mixed powder of tetracalcium phosphate (TECP) [Ca 4 (PO 4 ) 2 O] and dicalcium phosphate anhydrous (DCPA) (CaHPO 4 ) was first reported by Brown and Chow. 2 This CPC powder could be mixed with aqueous liquid to form a paste that could set in situ and form apatite as a final product. 3 TECP/ DCPA-based cements have unique in vivo properties: slow resorption and replacement by new bone. biological tissue such as bone, teeth, and some invertebrate skeletons. 6 In recent years, some researchers have reported that some Si-containing bioactive materials, such as bioactive glasses and Si-doped hydroxyapatite (HA), exhibited an excellent ability to induce bone-like apatite formation, both in vitro and in vivo. [7] [8] [9] These studies suggested that Si ion played an important role in the nucleation and growth of apatite, and influenced the biological metabolism of osteoblastic cells essential in the mineralization process and in the bone-bonding mechanism. Furthermore, solution of high Si concentration showed the potential capacity to activate bone-related gene expression, stimulate osteoblast proliferation, and promote new bone formation. 10 A study by Cortés et al 11 showed that wollastonite exhibited excellent in vitro bioactivity, and the formation rate of apatite on its surface was faster than other biocompatible glasses and glass ceramics in simulated body fluid solution. In addition, wollastonite composites as plasma-sprayed coating on titanium alloy substrates and wollastonite-titanium dioxide or wollastonite-polymer composites showed good bioactivity and biocompatibility. [12] [13] [14] Recently, emphasis has been placed upon the development of Si-based bioactive biomaterials in the field of orthopedics, owing to their unique functional properties. 15 Lin et al 16, 17 synthesized singlecrystalline wollastonite nanowires by different methods for biomedical application. There is no information available regarding wollastonite nanofiber (WNF)-doped CPC (wnf-CPC) in the relevant literature. The purpose of the present study was to synthesize a self-setting bioactive cement by incorporation of WNFs into CPC. The composition, morphology/microstructure, setting time, compressive strength, hydrophilicity, and degradation of wnf-CPC were investigated, and the cell and tissue responses to wnf-CPC, both in vitro and in vivo, were also studied.
Materials and methods

Preparation and characterization of wnf-CPC
WNFs were synthesized using a chemical precipitation method. Ca nitrate tetrahydrate [Ca(NO 3 ) 2 ⋅ 4H 2 O] and sodium metasilicate nonahydrate [Na 2 SiO 3 ⋅ 9H 2 O] were used as the starting materials. The two reagents in 1:1 stoichiometric proportion were dissolved in deionized water in beakers and the concentration was adjusted to 0.5 mol/L. The Ca(NO 3 ) 2 solution was stirred while Na 2 SiO 3 solution was added, and ammonia solution was used to keep the solution alkaline. After the precipitation was complete, wollastonite precipitate was obtained and this was fully washed with deionized water.
The wollastonite precipitate was dried at 120°C for 12 hours to obtain wollastonite powder samples. After that, the wollastonite powders were calcined at 700°C for 6 hours and were then ground for future use. The morphology of the wollastonite was examined using a field emission scanning electron microscope (FE-SEM) (S-4300SE; Hitachi Ltd, Tokyo, Japan).
The CPC powder consisted of TECP and DCPA in an equal molar ratio, and the preparation method was as previously described. 18 Briefly, TECP was synthesized by a solid-to-solid reaction between Ca phosphate and Ca carbonate at a temperature of 1500°C for 8 hours. Dicalcium phosphate dihydrate was prepared from ammonium hydrogen phosphate and Ca nitrate in the acidic environment. DCPA was obtained by removing, over a period of 5 hours, the water of crystallization from dicalcium phosphate dihydrate kept at 120°C. The TECP and DCPA powders were then mixed in a micromill (QM-2SP100, Nanjing, China) to form the CPC powder.
The wnf-CPC powder was prepared by adding WNF powder (0, 5, 10, 15, and 20 wt%) into the CPC powder. The cement powder was mixed with water for 1 minute at the given powder-to-liquid (P/L) ratio and using a spatula to form a paste. The paste was then loaded into a cylindrical stainless steel mold and periodically packed by means of a stainless-steel rod to 2 kg. The samples were transferred to a beaker, which was stored in an oven with a constant temperature of 37°C and at 100% relative humidity, and set for 48 hours till use. X-ray diffraction (XRD) (D/max 2550 VB/PC; Rigaku Corporation, Tokyo, Japan) and Fourier transform infrared spectroscopy (FT-IR) (Nicolet 5700; Thermo Electron Corporation, Madison, WI) were used to characterize the phase composition of WNFs, hardened wnf-CPC with 10 wt% WNFs, and CPC. The surface morphology/ microstructure of the CPC and wnf-CPC were examined by FE-SEM. The cement samples were made in different sizes by using different molds.
Setting time and compressive strength of wnf-CPC
The wnf-CPC powder was mixed with deionized water according to the P/L ratio designed to form pastes, and the pastes were then placed into glass tubes (Φ 6 × 10 mm). The top and bottom surfaces of the tubes were then covered tightly with two sheets of plastic film held by a C-clamp and were stored at 37°C in a 100% relative humidity box for setting. The samples were tested at various time intervals using a Vicat apparatus, which consists of a frame bearing a movable rod (weighing 300 g) with a Φ 1 mm stainless steel submit your manuscript | www.dovepress.com
Dovepress
needle at the end. The setting time was taken as the time at which the paste hardened to such an extent that a needle would not penetrate past 1 mm into the sample -this was according to the American Society for Testing and Materials C 187-98 standard test method for normal consistency of hydraulic cement, calling the Vicat method, to determine the setting time (ISO-Vicat, Hong Yu Inc, Cang Zhou, Hebei Province, China). Each test was repeated five times for each group and the average value was calculated. After hardening for 48 hours, the cement sample was uniformly polished on both sides. The compressive strength of the hardened sample of Φ 6 × 10 mm was measured at a loading rate of 1 mm per minute, using a universal testing machine (Shimadzu Autograph AG-2000A; Shimadzu Co, Ltd, Tokyo, Japan). The measurement was performed three times for each group, and the results are expressed as mean plus or minus standard deviation.
Hydrophilicity and porosity of wnf-CPC
The surface hydrophilicity of wnf-CPC dense wnf-CPC specimens (10 × 10 × 2 mm in size) was determined by the contact angle of water droplets on the specimen surfaces produced under high pressure, using a contact angle measurement system (OCA-20; DataPhysics, Filderstadt, Germany). The water contact angle method was employed to determine the polar interactions across the material-water interface. Water droplets of 10 µL were dropped onto four different points of each sample surface and water contact angles were measured after 10 seconds.
The porosity of wnf-CPC specimens 10 × 10 × 2 mm in size was evaluated using a mercury intrusion device (AutoPore IV 9500; Micromeritics Instrument Corporation, Norcross, GA). This device could measure pore size distribution in the range of 0.006-360 µm, but in this study any pores larger than 10 µm were not considered micropores and so were not included in the porosity calculation.
Degradation in tris hydrochloride solution
The degradation of wnf-CPC was evaluated by weighing the remaining wnf-CPC samples after soaking and it was expressed as a percentage of the initial weight. The wnf-CPC samples 10 × 10 × 2 mm in size were soaked in 0.05 M tris hydrochloride (tris-HCl) solution (pH 7.40) at 37°C with a liquid-to-solid ratio of 0.4 mL/mg, and the medium was refreshed every week. For this evaluation, the samples were removed after incubation for specified time periods, rinsed in distilled water, and dried in a vacuum oven until constant weight was attained. All values presented are the average of five tests performed for each sample. Cell attachment, proliferation, and morphology
To investigate cell attachment and proliferation, dense CPC and wnf-CPC with 10 wt% WMF samples (10 × 10 × 2 mm in size) were sonicated in ethanol and sterilized by ethylene oxide. For cell adhesion experiments, MG-63 cells were seeded on the samples at a density of 5 × 10 3 cells per sample. Cells were allowed to adhere for 1 hour before each well was gently flooded with 1 milliliter of medium (L-Dulbecco's modified Eagle's medium containing 2% antibiotics). Cell attachment was determined using a methyl-thiazolyl-tetrazolium bromide (MTT) assay after incubation for 4 hours. In brief, sample cell constructs were placed in a culture medium containing MTT and incubated in a humidified atmosphere at 37°C for 4 hours. Cell growth was determined using the MTT assay (Cell Proliferation Kit I; Roche Diagnostics Corp, Indianapolis, IN). The optical density (OD) at 590 nm was measured with an ultraviolet-visible spectrophotometer (Cary 500; Varian Medical Systems, Inc, Palo Alto, CA). Six specimens were tested at each incubation period, and each test was performed five times per specimen. The results are reported as OD units.
Cell proliferation was evaluated after seeding cells at a density of 5 × 10 3 cells per sample, followed by incubation for 1, 4, and 7 days, with the medium replaced every second day. Adhesion and viable cells on substrates were assessed quantitatively using the MTT assay. The morphologies of the cells cultured after 3 days in contact with both wnf-CPC and CPC samples were observed via an inverted light microscope (IMT-2, A10PL; Olympus, Tokyo, Japan) and photographed.
MG-63 cells were incubated with wnf-CPC with 10 wt% WNFs and CPC in a humidified atmosphere of 5% carbon dioxide at 37°C. The morphology of the cells on wnf-CPC at submit your manuscript | www.dovepress.com Dovepress Dovepress 3 days was observed by FE-SEM. A sample cell construct was removed at this same time point and was washed twice with phosphate buffer solution (PBS), followed by fixation with 4% formalin in PBS (pH 7.4) for 20 minutes. The fixed construct was washed twice with PBS, dehydrated in a series of ethanol concentrations (50, 60, 70, 80, 90, and 100% v/v, for 3 minutes each), and air-dried overnight in a desiccator. At time points of 4 hours and 1, 4, and 7 days, the cement samples were taken out from culture fluids, and the Ca, Si, and P ion concentrations of the culture fluids were measured with an inductively coupled plasma atomic emission spectrometer.
The pH values of the culture fluids were also monitored at the time points of 4 hours and 1, 4, and 7 days, using a pH spectrometer (CyberScan pH 510, Eutech, Singapore).
Evaluation of biocompatibility and osteogenesis in vivo
Twenty-four healthy New Zealand white rabbits aged 6 months and with an average weight of 2.8 kg were divided into two groups of twelve animals for each kind of implant. Under general anesthesia and sterile conditions, the left femur of each rabbit was exposed and one defect (Φ 6 mm) was drilled in the distal part of the femur. The bone cavities were carefully washed to eliminate bone debris and were dried with gauze. Cylindrical wnf-CPC with 10 wt% WNFs or CPC samples with the size of Φ 6 × 5 mm were implanted into the defects in the rabbit femora. Four animals from each group were sacrificed by an abdominal injection of an overdose of sodium pentobarbital at 3, 6, and 12 weeks after implantation. The bone specimens were harvested immediately after sacrifice. For histological evaluation, the samples together with surrounding tissues were excised, fixed in 10% neutral buffered formalin, decalcified, and embedded in paraffin. Tissue blocks were sectioned at 5 µm in thickness, stained with hematoxylin and eosin, and then observed by optical microscope (Olympus).
To quantitatively determine the amount of newly formed bone, the authors statistically analyzed the histological sections after different implantation periods (3, 6 , and 12 weeks). Four pieces of the histological sections of each rabbit were randomly chosen for hematoxylin and eosin staining. Each section was observed under optical microscope (magnification, ×40), and at least ten images were randomly obtained in one section. Using the image analytical software Image-Pro ® Plus (Media Cybernetics, Inc, Bethesda, MD), new bone volume was expressed as the percentage of newly formed bone area within the original drilled defect area.
Statistical analysis
Statistical analysis was performed with the use of a Student's t-test. All results are expressed as mean plus or minus standard deviation from the five times the experiment was performed for each sample. Differences were considered statistically significant at P , 0.05.
Results
Setting time, compressive strength, and hydrophilicity
The effects of WNF amounts on the properties of wnf-CPC are shown in Table 1 . The setting time was prolonged while compressive strength decreased with the increase of WNF amounts in wnf-CPC. The changes in setting time and compressive strength of wnf-CPC were not obvious when the WNF amounts were not more than 10 wt%. However, water contact angles on the wnf-CPC specimens were significantly reduced with an increase in the amount of WNFs (P , 0.01) ( Table 1 ), indicating that WNFs improved hydrophilicity.
The effects of the P/L ratio on the properties of wnf-CPC are shown in Table 2 . The setting time clearly increased while compressive strength decreased with a decrease in the P/L ratio of wnf-CPC, indicating that the P/L ratio had significant effects on setting time and compressive strength. Furthermore, the microporosity of hardened wnf-CPC clearly increased with a decrease in the P/L ratio. However, a P/L ratio of 2.5 revealed the highest compressive strength and the most suitable setting time.
Characterization of wnf-CPC
The SEM images in Figure 1 show that the synthesized WNFs were uniformly fiber-like, with powder agglomerating among the particles. This may have been due to the small particle size, with high surface energy resulting in their aggregation. The WNF aggregations were composed of fiber-like grains 50-90 nm in diameter and 100-250 nm in length. The XRD The SEM images in Figure 3 show the surfaces of wnf-CPC and CPC after setting for 48 hours at 37°C in 100% relative humidity. The CPC exhibited different morphology to wnf-CPC. The CPC contained numerous particle-like crystals of HA, while the wnf-CPC formed a web-like structure. HA crystal particles appear to have been embedded with WNFs in the web-like structure of the wnf-CPC.
Degradation in tris-HCl solution
The degradation rate of CPC and wnf-CPC with different WNF amounts (5, 10, 15, and 20 wt%) over time was characterized by the weight loss ratio in tris-HCl solution.
The degradation rate of wnf-CPC clearly increased with the increase of WNF amounts, as shown in Figure 4 . In contrast, CPC lost only 6.2% of its initial weight at the end of the experiment, which showed a significantly low weight loss ratio. The wnf-CPC with 10, 15, and 20 wt% WNFs had a weight loss ratio of 17.4%, 22.9%, and 28.2%, respectively, of the initial weight. The weight loss ratio of the wnf-CPC was more than pure CPC plus WNFs (eg, 17.4% . 6.2% + 10%), indicating not only that the WNFs dissolved but also that addition of WNFs promoted the degradation of CPC.
The changes of Ca, Si, and P ion concentrations of the trisHCl solution after soaking the wnf-CPC over time are shown in Figure 5 . The concentrations of Ca and Si rose steeply while that of P increased more slowly, which indicated that wnf-CPC continuously released Ca and Si into the solution. The release speed of Ca and Si was initially high because of the quick dissolution of Ca silicate. The increase of Ca was mainly caused by dissolution of WNFs. HA is more stable than other Ca phosphates in its natural condition, so the concentration of P in the solution increased slowly.
The SEM images in Figure 6 show the surface morphology of wnf-CPC and CPC after immersion in tris-HCl solution for 5 weeks. Degradation of wnf-CPC seems to have occurred, while there is little evidence for the degradation of CPC. A lot of micropores appeared on the wnf-CPC because of degradation of the WNFs, as shown in Figure 6A , which could also be proved by the increase in porosity of the wnf-CPC (Table 3) .
Cell attachment, proliferation, and morphology
The MTT assay was used to assess the number of cells that adhered to the various biomaterials because OD absorbance values can be used as an indicator of the number of cells. Cell attachment was determined using the MTT assay of MG-63 cells cultured on CPC, wnf-CPC, and a tissue culture 
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× 5,000 5 µm 0000 0000 24 27 15 kV × 3,000 5 µm 23 SEI Figure 3 Scanning electron microscope images of surface morphology/microstructure of (A) wollastonite nanofiber-doped calcium phosphate cement with 10 wt% wollastonite nanofibers and (B) calcium phosphate cement.
plate as a control. The cell attachment results are presented in Figure 7 . After 4 hours, the OD value of wnf-CPC was significantly higher than for CPC or the control (P , 0.05).
The result indicated that the cell attachment ratio on wnf-CPC was superior to that on CPC, suggesting wnf-CPC facilitated cell adhesion. Proliferation of MG-63 cells cultured on CPC, wnf-CPC, and a tissue culture plate as control was assessed using the MTT assay because OD values can provide an indication of cell proliferation on various biomaterials. Figure 8 reveals that OD values for wnf-CPC were significantly higher than for CPC or the control after 4 and 7 days (P , 0.05) but that no significant difference appeared after 1 day. These results indicated that cell proliferation (after 4 and 7 days) for wnf-CPC was superior to that for CPC (P , 0.05), suggesting that wnf-CPC facilitated cell growth and that it may promote cell proliferation. Figure 9 shows inverted microscope images of cells cultured in contact with wnf-CPC and CPC for 3 days.
The morphology of the MG-63 cells was spindle-shaped and normal, and the cells were tightly combined with material surfaces. In addition, the amount of cells in contact with wnf-CPC was obviously greater than for CPC. The SEM images in Figure 10 show the morphological features of the cells cultured on CPC and wnf-CPC after 3 days. The cells had extended and spread well, exhibiting intimate contact with the surface of wnf-CPC and normal tissue. It was found that the morphology of cells attached on wnf-CPC was better than on CPC, and the amount of cells on wnf-CPC was also larger than on CPC.
In order to characterize the concentrations of ions released from wnf-CPC into the culture medium, the Ca, Si, and P ion concentrations of the culture medium were analyzed after cells had been cultured for different periods with wnf-CPC. The ionic concentrations and pH values of the culture medium at each time point are listed in Table 4 . The results show that P concentration increased gradually throughout the culture period, in contrast with the increasing Ca and Si submit your manuscript | www.dovepress.com
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concentrations. Comparing between wnf-CPC and CPC, it was found that the concentration of both Ca and P was higher for wnf-CPC than for CPC. The pH values of the culture medium for wnf-CPC showed a slight increase in the first 4 days, followed by a gradual decrease toward 7.5 at the end of 7 days. The pH value for CPC slowly decreased, stabilizing at 7.0 at the end of 7 days.
Implantation in vivo
Macroscopic observation of wnf-CPC samples implanted into the bone defects of rabbit femora showed that the implants exhibited no foreign body reaction, no inflammation, and no necrosis in vivo. Histological evaluation results are shown in Figure 11 . After 3 weeks' implantation, the wnf-CPC implant was encapsulated by bone tissue and the materials had started to degrade from the edge of the implant. After 6 weeks, the resorption of wnf-CPC continued, the new bone formation was found along the materials, and the new bone tissues formed were tightly combined with the implant. After 12 weeks, the newly formed bone that had grown into the pores of the materials replaced most of the wnf-CPC, and the interface between materials and host bone was tightly integrated. Histological evaluation of the CPC implanted into bone defects of rabbit femora was also performed. The results revealed that CPC only degraded marginally after 12 weeks and some new bone tissues formed along the materials. The results indicated that the in vivo degradation of wnf-CPC was superior to that of CPC.
The quantitative determination of newly formed bone was performed using statistical analysis of histological sections. The percentage of newly formed bone at the different implantation time periods is shown in Figure 12 . The amount of newly formed bone in the defect area increased 
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Figure 5
Changes in calcium (Ca), silicon (Si), and phosphorus (P) ion concentrations in the tris hydrochloride solution for wollastonite nanofiber-doped calcium phosphate cement with 10 wt% wollastonite nanofibers over time. 
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dramatically over time, together with the degradation of wnf-CPC. After 12 weeks, the amount of newly formed bone was 65%. However, after 12 weeks' implantation of CPC, the amount of newly formed bone was only 16%. These results confirmed that wnf-CPC showed excellent biocompatibility, degradability, and osteogenesis, and that wnf-CPC exhibited greater bone-forming efficiency than CPC.
Discussion
Si is localized in active growth areas such as the osteoid of the young bone of mice and rats, and further evidence of the importance of Si on bone formation has been found in bioactive silicate containing glass ceramics. 19, 20 Therefore, in order to improve the biological properties of CPC, the present authors fabricated a bioactive cement of wnf-CPC by incorporation of WNFs into CPC. The results indicate that the addition of WNFs into CPC had no obvious effects on the setting time or compressive strength of wnf-CPC, provided the WNF amount was not more than 10 wt%. The setting time of wnf-CPC increased only by about 2 minutes and compressive strength decreased by less than 4 MPa with the addition of a WNF amount not more than 10 wt%. It was found that adding 10 wt% WNFs into CPC was preferable because a combination of a setting time of 10.5 minutes and a compressive strength of 42.3 MPa resulted in the value very close to the both peaks with the increased amount of WNF. However, the P/L ratio significantly affected the properties of wnf-CPC. The setting time clearly increased with the decrease of the P/L ratio, because of the slow hydrated reaction of CPC, and the porosity of wnf-CPC increased with a decrease of the P/L ratio, so that the compressive strength of wnf-CPC decreased significantly. The results revealed that a P/L ratio of 2.5 was preferable, because a setting time of 10.5 minutes and a compressive strength of 42.3 MPa were ideal for filling bone defects.
Surface properties greatly affect the performance of the implanted materials. The hydrophilicity of biomaterials is an important factor for cell adhesion and growth. Improved surface hydrophilicity could promote interactions between the materials and cells in order to elicit controlled cellular adhesion and to maintain differentiated phenotypic expression. 21, 22 The hydrophilicity of wnf-CPC showed remarkable improvement compared with that of CPC, suggesting that the incorporation of hydrophilic WNFs was a viable method of improving the hydrophilicity of CPC. Alves et al 23 reported that a material's hydrophilicity aided absorption of fibronectin, which is essential for osteoblast adhesion in vitro. Therefore, the greater hydrophilic surface of wnf-CPC may be better for cell attachment than CPC. From the results of XRD and FT-IR, the end product of wnf-CPC was mainly HA and wollastonite, indicating that addition Table 3 Effects of soaking time on porosity of calcium phosphate cement (CPC) and wollastonite nanofiber-doped CPC (wnf-CPC) with 10 wt% wollastonite nanofibers (powder-to-liquid ratio, 2. 
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Figure 7
Methyl-thiazolyl-tetrazolium bromide assay of attachment ratio of MG-63 cells on wollastonite nanofiber (WNF)-doped calcium phosphate cement (wnf-CPC) with 10 wt% WNFs, calcium phosphate cement (CPC), and a tissue culture plate as a control after being cultured for 4 hours. Abbreviation: OD, optical density. 
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of WNFs did not affect phase composition and chemical structure of the hydrated products of CPC. The wollastonite seemed to be directly mixed with apatite and dispersed into the space among the apatite crystal particles; however, the peak of wollastonite was found to have weakened in the wnf-CPC -it might be that some interaction between wollastonite and HA had occurred.
Proper degradation in a physiological environment is one of the most important characteristics of a biomaterial in its application for bone repair. 24 The present study demonstrated that wnf-CPC exhibited noticeable weight loss in tris-HCl solution over time, indicating that wnf-CPC was degradable. In contrast, pure CPC did not show significant weight loss during incubation, losing only 6.2% of its initial weight. However, it was found that not only could WNFs dissolve but also the addition of WNFs into CPC could promote the dissolution of CPC. Furthermore, inductively coupled plasma atomic emission spectroscopy test results showed that Ca and Si ions were released first from wnf-CPC, and P ions were released slowly. It could be suggested that the degradation of WNFs was faster than HA (CPC) and, after the dissolution of WNFs, that wnf-CPC had more micropores, which may improve its surface area and thus promote the degradation of wnf-CPC when in contact with liquid.
Cellular responses to biomaterials can be influenced by the surface characteristics of biomaterials in vitro. Attachment is a part of the first phase of cell-material interactions, and the quality of this first phase will influence cell growth, morphology, proliferation, and differentiation upon contact with the implant. 25 The results indicate that cells adhered better to wnf-CPC than CPC within the first 4 hours of culture. The superior ability of cells to attach to wnf-CPC compared with CPC is probably associated with different surface features of biomaterials. The addition of wollastonite may give wnf-CPC special surface properties -the wollastonite promoted cell attachment -and the more hydrophilic surface of wnf-CPC may also be more beneficial for cell adhesion.
There are some reports that ionic dissolution products containing Ca and Si from bioactive glasses could stimulate osteoblast proliferation and gene expression. 26 Hench et al 27 found that a solution containing Ca, Si, and P ions could increase human osteoblast proliferation and differentially 
modulate gene expression, and another study has shown that sol-gel Bioglass ® had a significant osteogenic effect through releasing a higher level of Si. 28 In the present study, the results show that the cell proliferation rate was higher on wnf-CPC than on CPC, indicating that wnf-CPC significantly promoted cell proliferation. The wnf-CPC is a material that contains Ca and Si, and the results show that Ca and Si ions could be released continuously from wnf-CPC into the cell culture medium. Only a small amount of P was released from CPC, and the amount of Ca released from CPC was also lower than from wnf-CPC. Therefore, the continuous dissolution associated with wollastonite and Ca phosphate produces an environment rich in Ca and Si, which may be responsible for stimulating cell proliferation. In conclusion, the wnf-CPC had positive effects on cell attachment and proliferation.
The biocompatibility of biomaterials is very closely related to the behaviors of the cells in contact with them, and particularly to cell spreading on the surface of the biomaterials. 29 Observation using phase contrast microscopy indicated that the morphology of cells cocultured with wnf-CPC was normal and the cells tightly combined with materials; the amount of cells in contact with wnf-CPC was obviously greater than with CPC, indicating that wnf-CPC had no negative effects on cell morphology and viability. The scanning electron microscopy results indicated that the cells extended and spread well, exhibiting intimate contact with wnf-CPC surfaces, and the amount of cells attaching to wnf-CPC was larger than for CPC. In addition, the process of cell spreading was influenced by the underlying substrates, and a past study has indicated that the appearance of bioactive biomaterials influenced the behavior and morphology of cells cultured on the surface of the materials. 30 The results of the present study suggest that wnf-CPC had favorable surface for cell adhesion and growth and that it implied excellent biocompatibility.
The degradation of Ca phosphate-based biomaterials has been addressed in many studies, and chemical dissolution 31, 32 In the present study, degradation of wnf-CPC was observed through the 12-week implantation in bone defects of rabbit femora. As the implantation time prolonged, new bone regenerated and gradually penetrated into the pores of the implants, accompanied by the resorption of the implanted materials. It is possible that chemical dissolution of the wnf-CPC occurred at the early stage of implantation. Dissolution at the initial stage of the experiment enlarged the microstructure of the implants, and osteoclastic cells also affected the degradation of wnf-CPC by creating a local acidic environment, which may facilitate cell-mediated resorption later. 33 The area of wnf-CPC implants continued to decrease while the area of new bone tissue gradually increased, indicating that a cell-mediated resorption of wnf-CPC may occur. New bone deposited directly on the wnf-CPC surface while the resorption continued. Histological results confirmed that wnf-CPC implants exhibited high efficiency of bone regeneration. It is suggested that wnf-CPC exhibits not only good biocompatibility and degradability but also faster and more effective osteogenesis. These results indicate that such a good bone substitute could be developed as a potential implant for bone regeneration.
Conclusion
A bioactive cement, wnf-CPC, was fabricated and characterized by incorporation of WNFs into CPC. The results revealed that the addition of WNFs into CPC had no obvious effect on the setting time and compressive strength of the wnf-CPC, provided the WNF amount was not more than 10 wt%. Furthermore, incorporation of WNFs into CPC could significantly improve the hydrophilicity and degradability. The wnf-CPC had special surface properties that could promote the attachment and proliferation of MG-63 cells. In addition, the dissolution associated with WNFs and Ca phosphate produces an environment rich in Ca and Si, which may be responsible for stimulating cell growth and proliferation. Histological evaluation confirmed that wnf-CPC exhibited improved efficiency of bone regeneration. The results suggest that the improved biological properties of cell and tissue responses to wnf-CPC could contribute to special surface properties of the wnf-CPC, and to the release of Ca and Si ions into cell culture medium. In conclusion, wnf-CPC exhibited promising prospects in bone regeneration. 
